
Visit the Auger Torque website to watch a demo

CONVERT YOUR EARTH DRILL INTO A HANDY LOG SPLITTER

It’s quick and efficient. The Auger Torque Log Splitter
makes light work of processing and recycling those fallen 
trees into manageable pieces, ready for recycling.

COMPACT AND ROBUST
A solid one piece construction 
for a sturdy, reliable tool.

CONICAL PROFILE
The conical shape quickly 
works its way through, 
splitting the timber.

SELF GUIDING
The self-guiding threaded body 
engages with the timber, drawing 
the Log Splitter into the log.

SINGLE  FIXING POINT
Securely fix to the Log Splitter 
to your existing Earth Drill.

NO MAXIMUM LOG LENGTH
The Log Splitter can be repositioned 
to continue the split along the whole 
length of the log.

Specifications

Suitable for:
 Excavators 1 - 5 T (2,200 - 11,200 lbs)
 Skid Steer Loaders
Earth Drill Range: X2000 - 8000MAX
Diameter: 80mm (7 inch)
Length: 300mm (12 inch)
Hub Options: 65mm Round (2.56 inch)
  Hub adaptors available
Unit Weight: 14.6 kg (32 lbs)

LOG SPLITTERLOG SPLITTER

EARTHWORM ATTACHMENTS
0508 21 22 23   |   AUCKLAND: 211 ROSCOMMON RD, WIRI 2104   |   CHRISTCHURCH: 7 WASHBOURNES ROAD, WIGRAM, CHRISTCHURCH, 8042   |   SOUTHLAND: 1A HYDE ST, GORE 9710

www.augertorque.co.nz
REV 1-1


